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SECTION 07 53 23 - ETHYLENE-PROPYLENE-DIENE-MONOMER (EPDM) ROOFING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes adhered membrane roofing system. 

B. Installation of roofing insulation 

C. Walkway pads 

1.2 SUBMITTALS 

A. Product Data:  For each product indicated. 

B. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other Work. 

C. Samples:  For each product included in membrane roofing system. 

D. Research/evaluation reports. 

E. Maintenance data. 

1.3 QUALITY ASSURANCE 

A. Installer Qualifications:  A qualified firm that is approved, authorized, or licensed by roofing 

system manufacturer to install manufacturer's product and that is eligible to receive 

manufacturer's warranty. 

B. Source Limitations:  Obtain components for membrane roofing system approved by roofing 

membrane manufacturer. 

C. Fire-Test-Response Characteristics:  Provide membrane roofing materials with the fire-test-

response characteristics indicated as determined by testing identical products per test method 

below by UL, FMG, or another testing and inspecting agency acceptable to authorities having 

jurisdiction. 

1. Exterior Fire-Test Exposure:  Class  B; ASTM E 108, for application and roof slopes 

indicated. 

D. Preinstallation Conference:  Conduct conference at Project site. 
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1.4 PROJECT CONDITIONS 

A. Weather Limitations:  Proceed with installation only when existing and forecasted weather 

conditions permit roofing system to be installed according to manufacturer's written instructions 

and warranty requirements. 

1.5 WARRANTY 

A. Special Warranty:  Manufacturer's standard form, without monetary limitation, in which 

manufacturer agrees to repair or replace components of membrane roofing system that fail in 

materials or workmanship within specified warranty period.  Failure includes roof leaks. 

1. Warranty Period:  10 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 EPDM ROOFING MEMBRANE 

A. EPDM Roofing Membrane:  ASTM D 4637, Type  I, nonreinforced uniform, flexible sheet 

made from EPDM, and as follows: 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 

the manufacturers specified. 

2. Manufacturers:  Subject to compliance with requirements, provide products by the 

manufacturers specified. 

a. Carlisle SynTec Incorporated. 

b. Firestone Building Products Company. 

c. GenFlex Roofing Systems. 

d. Johns Manville International, Inc. 

e. Mule-Hide Products Co., Inc. 

f. Or approved equal 

3. Thickness:  60 mils, nominal. 

4. Exposed Face Color:  White-on-black. 

2.2 AUXILIARY MATERIALS 

A. General:  Auxiliary materials recommended by roofing system manufacturer for intended use 

and compatible with membrane roofing. 

B. Sheet Flashing:  60-mil- thick EPDM, partially cured or cured, according to application. 

C. Bonding Adhesive:  Manufacturer's standard bonding adhesive. 
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D. Seaming Material:  Manufacturer's standard synthetic-rubber polymer primer and 3-inch-wide 

minimum, butyl splice tape with release film. 

E. Fasteners:  Factory-coated steel fasteners and metal or plastic plates meeting corrosion-

resistance provisions in FMG 4470, designed for fastening membrane to substrate, and 

acceptable to membrane roofing system manufacturer. 

F. Miscellaneous Accessories:  Provide lap sealant, water cutoff mastic, metal termination bars, 

metal battens, pourable sealers, preformed cone and vent sheet flashings, preformed inside and 

outside corner sheet flashings, T-joint covers, in-seam sealants, termination reglets, cover strips, 

and other accessories. 

2.3 SUBSTRATE BOARDS 

A. Substrate Board:  ASTM C 1177/C 1177M, glass-mat, water-resistant gypsum substrate, 

1/2 inch thick. 

B. Fasteners:  Factory-coated steel fasteners and metal or plastic plates meeting corrosion-

resistance provisions in FMG 4470, designed for fastening substrate panel to roof deck. 

2.4 ROOF INSULATION 

A. Polyisocyanurate Board Insulation:  ASTM C 1289, Type  II, felt or glass-fiber mat facer on 

both major surfaces. 

B. Composite Polyisocyanurate Board Insulation:  ASTM C 1289, faced with insulation board on 

one major surface, as indicated below by type, and felt or glass-fiber mat facer on the other. 

1. Type III (perlite-insulation-board facer), 1/2 inch thick. 

C. Tapered Insulation:  Provide factory-tapered insulation boards fabricated to slope of 1/4 inch 

per 12 inches, unless otherwise indicated. 

D. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where 

indicated for sloping to drain.  Fabricate to slopes indicated. 

2.5 INSULATION ACCESSORIES 

A. Fasteners:  Factory-coated steel fasteners and metal or plastic plates meeting corrosion-

resistance provisions in FMG 4470, designed for fastening roof insulation to substrate, and 

acceptable to roofing system manufacturer. 

B. Cold Fluid-Applied Adhesive:  Manufacturer's standard cold fluid-applied adhesive formulated 

to adhere roof insulation to substrate. 

C. Cover Board:  ASTM C 1177/C 1177M, glass-mat, water-resistant gypsum substrate, 1/4 inch 

thick. 
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D. Roofing Asphalt:  ASTM D 6152, SEBS modified. 

1. Asphalt Primer:  ASTM D 41. 

2.6 WALKWAYS 

A. Flexible Walkways:  Factory-formed, nonporous, heavy-duty, solid-rubber, slip-resisting, 

surface-textured walkway pads, approximately 3/16 inch thick, and acceptable to membrane 

roofing system manufacturer. 

PART 3 - EXECUTION 

3.1 SUBSTRATE BOARD 

A. Install substrate board with long joints in continuous straight lines, perpendicular to roof slopes 

with end joints staggered between rows.  Tightly butt substrate boards together. 

1. Fasten substrate board to top flanges of steel deck to resist uplift pressure at corners, 

perimeter, and field of roof according to membrane roofing system manufacturers' 

written instructions. 

3.2 INSULATION INSTALLATION 

A. Coordinate installing membrane roofing system components so insulation is not exposed to 

precipitation or left exposed at the end of the workday. 

B. Comply with membrane roofing system manufacturer's written instructions for installing roof 

insulation. 

C. Install tapered insulation under area of roofing to conform to slopes indicated. 

D. Install one or more layers of insulation under area of roofing to achieve required thickness.  

Where overall insulation thickness is 2 inches or greater, install 2 or more layers with joints of 

each succeeding layer staggered from joints of previous layer a minimum of 6 inches in each 

direction. 

E. Adhered Insulation:  Install each layer of insulation and fully secure first layer of insulation to 

deck using full mopping of adhesive specifically  recommended for fastening specified board-

type roof insulation to deck type. 

1. Fasten first layer of insulation to resist uplift pressure at corners, perimeter, and field of 

roof as recommended by Factory Mutual. 

2. Install subsequent layers of insulation in a cold fluid-applied adhesive. 

F. Install cover boards over insulation with long joints in continuous straight lines with end joints 

staggered between rows.  Loosely butt cover boards together and fasten to roof deck. 



Specification Standards for University of Washington  

Job Order Contract No. 208848  

Section 07 53 23 

ETHYLENE-PROPYLENE-DIENE-MONOMER 

(EPDM) ROOFING 

Page 5 of 6 

      

 
March 2025 

1. Fasten insulation to resist uplift pressure at corners, perimeter, and field of roof. 

3.3 ADHERED ROOFING MEMBRANE INSTALLATION 

A. Install roofing membrane over area to receive roofing according to membrane roofing system 

manufacturer's written instructions.  Unroll roofing membrane and allow to relax before 

installing. 

B. Accurately align roofing membrane and maintain uniform side and end laps of minimum 

dimensions required by manufacturer.  Stagger end laps. 

C. Bonding Adhesive:  Apply bonding adhesive to substrate and underside of roofing membrane at 

rate required by manufacturer and allow to partially dry.  Do not apply bonding adhesive to 

splice area of roofing membrane. 

D. Mechanically or adhesively fasten roofing membrane securely at terminations, penetrations, and 

perimeter of roofing. 

E. Adhesive Seam Installation:  Clean both faces of splice areas, apply splicing cement, and firmly 

roll side and end laps of overlapping roofing membranes according to manufacturer's written 

instructions to ensure a watertight seam installation.  Apply lap sealant and seal exposed edges 

of roofing membrane terminations. 

F. Repair tears, voids, and lapped seams in roofing that does not meet requirements. 

3.4 BASE FLASHING INSTALLATION 

A. Install sheet flashings and preformed flashing accessories and adhere to substrates according to 

membrane roofing system manufacturer's written instructions. 

B. Apply bonding adhesive to substrate and underside of sheet flashing at required rate and allow 

to partially dry.  Do not apply bonding adhesive to seam area of flashing. 

C. Flash penetrations and field-formed inside and outside corners with cured or uncured sheet 

flashing. 

D. Clean splice areas, apply splicing cement, and firmly roll side and end laps of overlapping 

sheets to ensure a watertight seam installation.  Apply lap sealant and seal exposed edges of 

sheet flashing terminations. 

E. Terminate and seal top of sheet flashings and mechanically anchor to substrate through 

termination bars. 
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3.5 WALKWAY INSTALLATION 

A. Flexible Walkways:  Install walkway products in locations indicated.  Adhere walkway 

products to substrate with compatible adhesive according to roofing system manufacturer's 

written instructions. 

3.6 FIELD QUALITY CONTROL 

A. Testing Agency:  Owner will engage a qualified independent testing and inspecting agency to 

perform roof tests and inspections and to prepare test reports. 

B. Final Roof Inspection:  Arrange for roofing system manufacturer's technical personnel to 

inspect roofing installation on completion and submit report to Owner. 

C. Repair or remove and replace components of membrane roofing system where test results or 

inspections indicate that they do not comply with specified requirements. 

END OF SECTION 07 53 23 

 


